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ROHS 3.0 AND REACH
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Compliant

Test Grade Designation:Each to Reference

Grade IL/RL

1EC61753 Grade B

® [Fiber Optical Cable Duplex ®2.0 0S2 G652.D 9/125um Yellow LSZH | L e o G| it 15 09005

@ |Black Heat shrink tubing 2 feturn Loss (L) =50d8 | IEC 61300-3-6

® |Ring 1. 2 4 Test Wavelength 1310nn Single-Mode

@ LC Whlte BOOt 4 End face inspection X400

@ | LC blue Clip 2

@ |LC 2.0 SM Blue Duplex Connector 4

@ |LC/UPC SM Ferrule ®125-126um 4

(D |LC White Dust cap 4
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chart:
NO. |ITEM NO. LENGTH. color | EAN Nummer PACKING
1 S216746 0. 5M Yellow | 4038816068842 |SYNERGY 21 BAG A PACKING DRAW
2 | S216747 M Yellow | 4038816147608 |SYNERGY 21 BAG A
3 | 5216748 1. 5M Yellow | 4038816068866 | SYNERGY 21 BAG A
4 | S216749 M Yellow | 4038816068873 |SYNERGY 21 BAG A ==
5 | S216750 3M Yellow | 4038816068880 |SYNERGY 21 BAG B SYNERGY 21
5 | S216751 5M Yellow | 4038816068910 |SYNERGY 21 BAG B =
5 | S216752 7. 5M Yellow | 4038816147615 |SYNERGY 21 BAG B
5 | S216753 10M Yellow | 4038816068927 |SYNERGY 21 BAG B
| —Label
PACKING:SYNERGY 21 PE BAG+LABEL
SYNERGY 21
CUSTOMER ITEM NO. See the chart
PRODUCT  [rc/tpe1 ; 5um Duplex | Manufact
T [ e TR T it [
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GB52D Characteristic of Optical Fiber

Specification

|Page |30f3

G. 652D
’ 1310nm pm 92:04
Mode field diameter 1550nm pr= 104205
Cladding diameter pm 124.3~125.0
_ b Cladding non-circularity % <1.0
Cable cross—section P ismiEiy i <05
Coating diameter pm 2455
Coating/cladding concentricity error pm <10
Cable cut-off wavelength nm <1260
: . 1310nm dB/km <0.35
Op _t 1 C a 1 f 1 b er Attenuation Coefficient 1550nm dB7km 021
Macro-bend loss (100 turn, 60mm radius) 130nm dn <0.08
Ti h.t buffer i 1625nm dB <0.05
/ g Proof stress level kpsi 100
_— Y PMD ‘ Maximum Individual Fiber ps/ vkm 0.2
\ arn | Link Design Value (M=20, Q=0.01%> ps/ i 0.1
i ] ] [ 13100m / 1.4672
Ja C k e t Effective group index of refraction | 15500m 7 14683
Zero dispersion wavelength nm 1300—1324
Zeruo dispersion slope ps/(nm* « km) <0.091
Zeruo dispersion slope typical value ps/(nm* « km)
Other parametere mest standard ITU-T G.652D
Cable structure and parameter
Item Contents Unit Value
Diameter mm 0.940.05
Tight buffer fiber — terial |7 LszH
Filler Material / Yam
Diameter mm 2.0(x0.1)x4.1(x0.2) | 3.0(x0.1)%6.1(x0.2)
Material / LszZH
3 SM: Yellow
Quter jacket - ; OM1/0M2: Orange
cor OM3:Aqua
OM4:Violet
Cable OD:1.2(x0.1)mm: 1.6(x0.1)mm 30
Short term N Cable OD:3.0(0.1)"6.0(x0.2)mm; 40
—eni 2.0(0.1)"4.0(x0.2)mm
= ﬁz’;am Cable OD:1.2(¢0.1)mm 20
el S Cable OD:1.6(£0.1)mm 30
i Cable OD:3.0(x0.1)*6.0{+0.2)mm; 40
2.0(0.1)"4.0(x0.2)mm
Cable OD:1.2(+0.1)mm 200
Cable
Shorttam | NIOOMM | (1.1 6(£0.1)mm;3.0(£0.1)'6.0(£0.2)mm; 500
Crush 2.0(0.1)*4.0(0.2)mm
Cable OD:1.2(0.1)mm;1.6(x0.1)mm 100
Long term N/100mm | Cable OD:3.0(x0.1)*6.0{+0.2)mm; 200
2.0(10.1)"4.0(x0.2)mm
. SM: = 04 at 1310nm, = 0.3 at 1550nm
Cable at=nuation 4Bk MM: = 1.0at1300nm, = 3.0 at 850nm
Cable weight (Approx.) kg/km 7.3 13.5
SYNERGY 21
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